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Features Available color finishes Warranty
@6 11/16" Single lever handle volume and 10 chrome - Limited warranty.
temperature control pressure balance See website for detailed warranty
MAX 1 31/32" G3/4" NPT with automatic diverter complete with  Technical information information.
concealed parts. All product dimensions are nominal.
- Temperature memory allows faucetto - Faucet flow rate: 65 gpm. Note
o be tumed on and off at any temperature - Pressure: 45 psi. Install this product according to the
z setting. installation guide.
N Ceramic disc valves longevity standards Final measurements confirm with
= for a lifetime of durable performance.
[}

product.

Palazzani reserves the right to make
revisions without notice to product
specifications.

Valve body cast brass.

Material
Solid brass.
Finishes resist corrosion and tamish.

G3/4" NPT Certifications

MN 63/64"

ASME A112.18.1/CSA B125.1-12
California Energy Commission (CEC)
ADA

e 991023

Features Available color finishes Warranty
- Fixed bracket in brass with water 10 chrome - Limited warranty.
delivery. See website for detailed warranty
Flexible tube 4 11 1/16". Technical information information.
Handshower in abs o1 3/32". Al product dimensions are nominal.
i Easy-clean system Max flow rate: 2 gpm. Note
B Coated with 20 micron of chrome. Wall-mount. Pressure: 45 psi. Install this product according to the
Doy, 2 230647 installation guide.
X Material Final measurements confirm with

product.
Palazzani reserves the right to make

Solid brass.
ABS.

Finishes resist corrosion and tamish.

A revisions without notice to product
o specifications.
i ol Certifications
i ADA
G 12"
code 992686 I 9926"2
77/8"
Features Available color finishes Warranty
- Abs headshower 7 7/8° x 7 7/8". 10 chrome - Limited warranty.
o T 3 6r6s Headshower 1/2° connection. See website for detailed warranty
= = Horizontal 13 61/64" Brass am. Technical information information.
~ g 5 Arm 1/2° NPT connection. All product dimensions are nominal.
h 5 5 Wall-mounted. Note
< Material Max flow rate: 2 gpm Install this product according to the
g . Abs and brass. installation guide.
W& Finishes resist corrosion and tamish Final measurements confim with
o product
G2 Certifications Palazzani reserves the right to make
ADA revisions without notice to product
'g ¥ specifications.
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